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Discharge Characteristics
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PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

     Product  Specification 

KAYABA SERIES
VRLA (6V4.5AH)

Telp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579

Nominal Voltage 6V
Nominal Capacity (20HR) 4.5AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 0.72 kg (1.59 lbs)
Terminal T1/T2
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

70±1mm (2.76 inches)

     Product  Specification 

Dimensions

107±1mm (4.21 inches)
101±1mm (3.97 inches)

47±1mm (1.85 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

4.50 AH/0.225A
4.19 AH/0.419A
3.78 AH/0.756A
3.30 AH/1.10A
2.73 AH/2.73A

Max. Discharge Current 67.5A (5s)

Internal Resistance Approx 25mΩ Applications

(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)
(20hr , 1.80V/cell,25⁰C/77⁰F)

Rated Capacity

Internal Resistance Approx 25mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 1.35A. Voltage ● Emergency light

7.2V~7.5V at 25⁰C (77⁰F) Temp.Coeficient -15mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

6.75V~6.9V at 25⁰C (77⁰F) Temp.Coeficient -10mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T1 Terminal

Dimensions

Temperature

Self Discharge

Unit : mm (inches)

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 8,64 6,02 4,97 4,31 3,46 2,66 2,17 1,33 1,01 0,831 0,706 0,611 0,486 0,404 0,223

1.80V/cell 10,6 7,19 5,76 4,87 3,83 2,90 2,34 1,41 1,06 0,874 0,736 0,638 0,504 0,419 0,225

1.75V/cell 12,6 8,13 6,35 5,31 4,09 3,08 2,46 1,47 1,10 0,901 0,756 0,654 0,518 0,427 0,227

Constant Current Discharge (Ampere) at 25⁰C (77⁰F)

1.75V/cell 12,6 8,13 6,35 5,31 4,09 3,08 2,46 1,47 1,10 0,901 0,756 0,654 0,518 0,427 0,227

1.70V/cell 14,3 8,96 6,88 5,70 4,29 3,20 2,57 1,53 1,14 0,924 0,775 0,670 0,525 0,434 0,231

1.65V/cell 15,7 9,64 7,27 5,98 4,47 3,32 2,67 1,58 1,17 0,943 0,792 0,683 0,534 0,440 0,234

1.60V/cell 16,5 10,0 7,58 6,17 4,60 3,40 2,73 1,63 1,19 0,966 0,808 0,696 0,54 0,447 0,236

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 16,3 11,5 9,55 8,35 6,74 5,21 4,28 2,63 2,01 1,66 1,41 1,23 0,977 0,815 0,5

1.80V/cell 19,8 13,6 11,0 9,37 7,41 6,65 4,58 2,78 2,1 1,73 1,46 1,27 1,01 0,838 0,452

1.75V/cell 23,2 15,2 12,0 10,1 7,86 5,96 4,80 2,88 2,16 1,78 1,49 1,3 1,03 0,849 0,453

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 23,2 15,2 12,0 10,1 7,86 5,96 4,80 2,88 2,16 1,78 1,49 1,3 1,03 0,849 0,453

1.70V/cell 26,0 16,6 12,9 10,8 8,20 6,16 4,97 2,98 2,22 1,81 1,52 1,32 1,04 0,858 0,459

1.65V/cell 28,3 17,6 13,4 11,2 8,48 6,36 5,15 3,05 2,27 1,84 1,55 1,34 1,05 0,866 0,463

1.60V/cell 29,2 18,1 13,9 11,4 8,62 6,44 5,22 3,13 2,31 1,87 1,57 1,36 1,07 0,876 0,464
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PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V7 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 7.0AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 2.10 kg (4.63 lbs)
Terminal T1/T2
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

151±1mm (5.94 inches)
65±1mm (2.56 inches)
95±1mm (3.74 inches)

100±1mm (3.94 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

7.00 AH/0.350A
6.53 AH/0.653A
6.00 AH/1.20A
5.37 AH/1.79A
4.55 AH/4.55A

Max. Discharge Current 105A (5s)

Internal Resistance Approx 23mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 23mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 2.1A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T1 Terminal

Temperature

Self Discharge

Dimensions
65±1
45±1

Unit : mm (inches)

15
1±

1

45±1

9
5
±
1

1
0
0
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m
a

ks
)

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 18,0 12,8 10,48 8,79 6,53 4,79 3,86 2,29 1,69 1,36 1,14 0,98 0,774 0,640 0,345

1.80V/cell 21,4 14,3 11,4 9,44 6,94 5,05 4,03 2,38 1,74 1,40 1,17 1,01 0,791 0,653 0,350

1.75V/cell 24,2 15,6 12,2 10,0 7,29 5,27 4,18 2,45 1,79 1,43 1,2 1,03 0,805 0,663 0,357

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

1.75V/cell 24,2 15,6 12,2 10,0 7,29 5,27 4,18 2,45 1,79 1,43 1,2 1,03 0,805 0,663 0,357

1.70V/cell 26,7 16,7 12,9 10,5 7,59 5,46 4,32 2,51 1,83 1,46 1,22 1,05 0,817 0,672 0,361

1.65V/cell 28,8 17,7 13,5 10,9 7,86 5,62 4,46 2,57 1,86 1,48 1,23 1,06 0,826 0,680 0,365

1.60V/cell 30,6 18,6 14,1 11,3 8,09 5,76 4,55 2,61 1,89 1,50 1,25 1,07 0,834 0,685 0,367

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 34,2 24,5 20,2 17,1 12,8 9,44 7,64 4,56 3,37 2,72 2,29 1,99 1,565 1,296 0,701

1.80V/cell 40,2 27,2 21,9 18,3 13,5 9,91 7,96 4,72 3,47 2,79 2,34 2,03 1,593 1,318 0,708

1.75V/cell 45,1 29,5 23,3 19,3 14,2 10,3 8,23 4,85 3,55 2,85 2,39 2,06 1,616 1,344 0,719

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 45,1 29,5 23,3 19,3 14,2 10,3 8,23 4,85 3,55 2,85 2,39 2,06 1,616 1,344 0,719

1.70V/cell 49,2 31,3 24,5 20,1 14,70 10,6 8,48 4,96 3,62 2,89 2,42 2,09 1,633 1,347 0,725

1.65V/cell 52,6 32,9 25,5 20,8 15,2 10,9 8,73 5,05 3,68 2,93 2,45 2,11 1,649 1,359 0,731

1.60V/cell 55,5 34,3 26,3 21,5 15,5 11,2 8,88 5,12 3,72 2,96 2,47 2,13 1,660 1,367 0,734
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PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V12 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 12 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 3.50 kg (7.72 lbs)
Terminal T1/T2
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

151±1mm (5.94 inches)
98±1mm (3.86 inches)
95±1mm (3.74 inches)

101±1mm (3.97 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

12.0 AH/0.60A
11.2 AH/1.12A
10.2 AH/2.04A
9.2 AH/3.06A
7.54 AH/7.54A

Max. Discharge Current 180A (5s)

Internal Resistance Approx 14mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 14mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 3.6A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T1 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T1 Terminal
Unit : mm (inches)

9
5

±
1

1
0
1
 (

m
a

ks
)

15
1±

1

98±1

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 22,9 17,5 14,5 12,6 9,72 7,16 6,03 3,57 2,79 2,27 1,85 1,61 1,30 1,08 0,594

1.80V/cell 30,7 22,4 17,6 14,9 11,5 8,33 6,76 3,90 3,00 2,42 1,99 1,72 1,37 1,12 0,600

1.75V/cell 34,6 24,6 19,2 16,0 11,9 8,64 7,07 4,04 3,06 2,48 2,04 1,77 1,40 1,15 0,606

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

1.75V/cell 34,6 24,6 19,2 16,0 11,9 8,64 7,07 4,04 3,06 2,48 2,04 1,77 1,40 1,15 0,606

1.70V/cell 38,1 26,9 20,5 16,8 12,4 8,99 7,29 4,14 3,15 2,54 2,09 1,81 1,42 1,17 0,617

1.65V/cell 42,0 29,0 21,8 17,8 13,1 9,21 7,46 4,20 3,28 2,63 2,15 1,85 1,44 1,19 0,625

1.60V/cell 46,3 31,5 23,3 19,0 13,8 9,60 7,54 4,38 3,38 2,71 2,22 1,89 1,45 1,21 0,629

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 41,8 32,4 27,1 23,7 18,5 13,8 11,6 6,93 5,44 4,44 3,63 3,16 2,56 2,14 1,18

1.80V/cell 55,5 40,9 32,3 27,6 21,5 15,9 13,0 7,51 5,82 4,71 3,88 3,37 2,71 2,21 1,19

1.75V/cell 61,2 44,3 34,9 29,4 22,2 16,3 13,5 7,76 5,91 4,80 3,97 3,46 2,75 2,26 1,20

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 61,2 44,3 34,9 29,4 22,2 16,3 13,5 7,76 5,91 4,80 3,97 3,46 2,75 2,26 1,20

1.70V/cell 65,6 47,1 36,7 30,7 22,90 16,9 13,9 7,94 6,06 4,92 4,06 3,52 2,78 2,31 1,22

1.65V/cell 71,3 50,4 38,7 32,3 24 17,2 14,1 8,01 6,29 5,07 4,16 3,59 2,82 2,35 1,23

1.60V/cell 76,8 53,5 40,8 34,1 25,2 17,8 14,2 8,31 6,45 5,21 4,28 3,65 2,84 2,37 1,24
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PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V18 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 18 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 5.20 kg (11.46 lbs)
Terminal T3
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

181±1mm (7.13 inches)
77±1mm (3.03 inches)

167±1mm (6.57 inches)
167±1mm (6.57 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

18.0 AH/0.90A
16.7 AH/1.67A
15.3 AH/3.06A
13.8 AH/4.59A
11.3 AH/11.3A

Max. Discharge Current 270A (5s)

Internal Resistance Approx 16mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 16mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 5.4A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T3 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T3 Terminal
Unit : mm (inches)

181±1

7
7
±
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±
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F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 34,3 26,0 22,7 19,9 15,6 11,6 9,36 5,56 4,17 3,39 2,87 2,49 1,98 1,63 0,89

1.80V/cell 41,9 30,8 26,5 22,7 17,2 12,7 10,1 5,97 4,39 3,54 2,98 2,57 2,03 1,67 0,90

1.75V/cell 47,5 33,8 28,4 24,1 18,1 13,3 10,6 6,18 4,55 3,64 3,04 2,62 2,07 1,70 0,91

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

5.
6

 [0
.1

7
7]

Ø
6

 [0
.2

3
6]

1.75V/cell 47,5 33,8 28,4 24,1 18,1 13,3 10,6 6,18 4,55 3,64 3,04 2,62 2,07 1,70 0,91

1.70V/cell 52,7 36,8 30,3 25,4 18,9 13,8 10,9 6,34 4,67 3,73 3,11 2,68 2,10 1,72 0,92

1.65V/cell 57,2 39,2 32,2 26,6 19,8 14,3 11,3 6,51 4,75 3,79 3,17 2,72 2,12 1,74 0,93

1.60V/cell 60,9 41,7 34,1 28,0 20,5 14,9 11,7 6,69 4,86 3,87 3,22 2,76 2,15 1,76 0,94

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 65,0 49,8 43,8 38,7 30,5 22,9 18,5 11,1 8,33 6,79 5,77 5,01 3,99 3,31 1,81

1.80V/cell 78,7 58,5 50,9 43,9 33,5 24,9 20,0 11,8 8,74 7,08 5,97 5,16 4,10 3,38 1,82

1.75V/cell 88,4 63,7 54,3 46,4 35,1 26,0 20,9 12,2 9,02 7,24 6,07 5,25 4,15 3,41 1,83

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 88,4 63,7 54,3 46,4 35,1 26,0 20,9 12,2 9,02 7,24 6,07 5,25 4,15 3,41 1,83

1.70V/cell 97,2 68,9 57,5 48,7 36,6 26,9 21,5 12,5 9,24 7,40 6,20 5,34 4,20 3,45 1,84

1.65V/cell 104,7 72,8 60,7 50,8 38,1 27,8 22,2 12,8 9,39 7,51 6,30 5,41 4,24 3,48 1,86

1.60V/cell 110,4 77,0 63,9 53,2 39,4 28,8 22,9 13,1 9,57 7,65 6,38 5,47 4,28 3,51 1,87

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V26 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 26 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 8.00 kg (17.64 lbs)
Terminal T3
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

Dimensions

175±1mm (6.89 inches)
166±1mm (6.54 inches)
126±1mm (4.96 inches)
167±1mm (4.96 inches)

     Product  Specification 

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

26.0 AH/1.30A
24.3 AH/24.3A
22.2 AH/4.44A
19.9 AH/6.65A
16.4 AH/16.4A

Max. Discharge Current 390A (5s)

Internal Resistance Approx 14mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 14mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 7.8A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T3 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T3 Terminal
Unit : mm (inches)

14 [0.551]

5
.6

 [
0.

1
77

]

1
3 

[0
.5

1
2

]

2 [0.079]

Ø
6

 [0
.2

3
6]

17
5±

1

1
2
6

±
1

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 59,3 44,8 37,0 31,3 23,5 17,3 13,9 8,41 6,27 5,04 4,24 3,66 2,87 2,38 1,28

1.80V/cell 70,3 50,1 40,3 33,7 25,0 18,2 14,5 8,74 6,48 5,19 4,35 3,75 2,94 2,43 1,30

1.75V/cell 79,5 54,5 43,1 35,6 26,3 19,0 15,1 9,00 6,65 5,31 4,44 3,82 2,99 2,46 1,33

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

5
.6

 [
0.

1
77

]

Ø
6

 [0
.2

3
6]

138±1
166±1

1.75V/cell 79,5 54,5 43,1 35,6 26,3 19,0 15,1 9,00 6,65 5,31 4,44 3,82 2,99 2,46 1,33

1.70V/cell 87,6 58,4 45,5 37,4 27,4 19,7 15,6 9,23 6,79 5,41 4,52 3,88 3,03 2,5 1,34

1.65V/cell 94,5 61,9 47,7 38,9 28,3 20,3 16,1 9,43 6,92 5,50 4,58 3,93 3,07 2,52 1,35

1.60V/cell 100,6 64,9 49,6 40,2 29,1 20,8 16,4 9,6 7,02 5,57 4,64 3,97 3,10 2,55 1,36

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 112,3 85,7 71,4 61,0 46,1 34,0 27,5 16,7 12,5 10,1 8,52 7,38 5,81 4,81 2,61

1.80V/cell 132,1 95,2 77,3 65,2 48,8 35,7 28,7 17,3 12,9 10,4 8,71 7,53 5,92 4,89 2,63

1.75V/cell 148,1 102,9 82,2 68,7 51,0 37,1 29,6 17,8 13,2 10,6 8,87 7,65 6,00 4,96 2,67

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 148,1 102,9 82,2 68,7 51,0 37,1 29,6 17,8 13,2 10,6 8,87 7,65 6,00 4,96 2,67

1.70V/cell 161,6 109,4 86,3 71,7 53,0 38,4 30,5 18,2 13,4 10,7 8,99 7,75 6,07 5,00 2,69

1.65V/cell 172,9 115,1 89,9 74,3 54,6 39,4 31,4 18,5 13,7 10,9 9,10 7,83 6,13 5,05 2,71

1.60V/cell 182,3 119,8 92,9 76,5 56,0 40,2 32,0 18,8 13,8 11,0 9,18 7,89 6,17 5,08 2,73

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :

Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

Nominal Voltage 12V

Nominal Capacity (20HR) 30 AH

Length

Width

Container Height

Total Height (with terminal)

Approx Weight Approx 9.20 kg (20.28 lbs)

Terminal T6/T10

Container Material ABS Plastic

Lead Material Purity Lead 99.995%

Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)

Separator AGM

31.2 AH/1.56A

30.0 AH/3.00A

25.8 AH/5.16A

23.4 AH/7.80A

18.33 AH/18.33A

Max. Discharge Current 360A (5s)

Internal Resistance Approx 9.0mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 13.5A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

Operating Temp.Range

Cycle Use

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)

(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)

(3hr , 1.75V/cell,25⁰C/77⁰F)

(1hr , 1.60V/cell,25⁰C/77⁰F)

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579

VRLA (12V30 AH)
     Product  Specification 

Dimensions

196±2mm (7.71inches)

130±2mm (5.12 inches)

155±2mm (6.10 inches)

180±2mm (7.09 inches)

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T5 Terminal
Unit : mm (inches)

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 66,7 51,2 42,4 36,7 28,3 20,9 17,6 10,4 8,14 6,62 5,40 4,69 3,78 3,16 1,73

1.80V/cell 89,5 65,4 51,2 43,3 33,4 24,3 19,7 11,4 8,76 7,07 5,80 5,03 4,01 3,26 1,75

1.75V/cell 100,9 71,9 56,0 46,6 34,7 25,2 20,6 11,8 8,93 7,23 5,95 5,16 4,08 3,34 1,77

1.70V/cell 111,1 78,3 58,7 49,0 36,1 26,2 21,3 12,1 9,17 7,42 6,10 5,27 4,13 3,41 1,80

1.65V/cell 122,5 84,5 63,5 52,0 38,1 26,9 21,6 12,3 9,57 7,68 6,27 5,39 4,20 3,48 1,82

1.60V/cell 135,1 91,8 67,9 55,4 40,3 28,0 22,0 12,8 9,86 7,92 6,48 5,50 4,24 3,52 1,83

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 121,9 94,5 79,1 69,1 54,0 40,1 34,0 20,2 15,9 12,9 10,6 9,21 7,46 6,25 3,43

1.80V/cell 161,8 119,4 94,3 80,5 62,8 46,3 37,8 21,9 17,0 13,7 11,3 9,84 7,89 6,43 3,46

1.75V/cell 178,6 129,1 101,7 85,6 64,6 47,6 39,4 22,6 17,2 14,0 11,6 10,1 8,01 6,60 3,49

1.70V/cell 191,2 137,5 107,1 89,4 66,9 49,3 40,5 23,2 17,7 14,4 11,8 10,3 8,11 6,72 3,55

1.65V/cell 207,9 147,0 113,0 94,3 70,0 50,1 41,1 23,4 18,4 14,8 12,1 10,5 8,22 6,85 3,60

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

Standby Use

Capacity affected by 
Temperature

Self Discharge

Dimensions

196±2

5
2±

2 1
3

0±
2

160±2

17 [0.669]

3
 [
0
.1

1
8

]

R0.5
 [R

0.0
2]

R2 [R
0.079]

Ø 6
 [Ø

 0
.3

15] 18
0

±
2

1
5

5
±

2

1.65V/cell 207,9 147,0 113,0 94,3 70,0 50,1 41,1 23,4 18,4 14,8 12,1 10,5 8,22 6,85 3,60

1.60V/cell 224,0 156,0 118,9 99,4 73,4 51,9 41,3 24,2 18,8 15,2 12,5 10,7 8,28 6,91 3,61

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V45 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 45 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 14.20 kg (31.30 lbs)
Terminal T6/T12
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

195±1mm (7.68 inches)
164±1mm (6.46 inches)
155±1mm (6.10 inches)
170±1mm (6.69 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

46.8 AH/2.34A
45.0 AH/4.50A
38.7 AH/7.74A
35.1 AH/11.7A
27.5 AH/27.5A

Max. Discharge Current 540A (5s)

Internal Resistance Approx 9.0mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 9.0mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 13.5A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T6 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T6 Terminal
Unit : mm (inches)

Ø16 [0.63]

6
 [

0
.2

36
]

M6 [0.236]

16
4±

1

195±1

1
5

5
±1

1
7

0
±1

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 77,0 60,6 51,5 43,1 34,2 25,9 21,2 13,5 10,7 8,73 7,03 6,12 4,97 4,25 2,32

1.80V/cell 103,4 77,4 62,2 50,9 40,4 30,1 23,8 14,7 11,5 9,32 7,56 6,57 5,27 4,5 2,34

1.75V/cell 116,6 85,0 68,0 54,8 41,9 31,3 24,9 15,3 11,7 9,53 7,74 6,75 5,36 4,55 2,36

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

160±1

1.75V/cell 116,6 85,0 68,0 54,8 41,9 31,3 24,9 15,3 11,7 9,53 7,74 6,75 5,36 4,55 2,36

1.70V/cell 128,4 92,7 72,6 57,6 43,6 32,5 25,6 15,9 12,0 9,78 7,95 6,89 5,44 4,59 2,41

1.65V/cell 141,5 100,0 77,1 61,2 46,0 33,3 26,5 16,3 12,5 10,12 8,17 7,04 5,53 4,68 2,44

1.60V/cell 156,1 108,6 82,5 65,1 48,6 34,7 27,5 16,9 12,9 10,43 8,44 7,20 5,58 4,73 2,45

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 140,8 111,9 96,1 81,2 65,2 49,8 40,9 26,2 20,8 17,1 13,8 12,0 9,82 8,41 4,59

1.80V/cell 187,0 141,2 114,5 94,6 75,8 57,5 45,6 28,4 22,3 18,1 14,7 12,9 10,4 8,89 4,63

1.75V/cell 206,4 152,7 123,6 100,7 78,1 59,1 47,5 29,4 22,6 18,5 15,1 13,2 10,5 8,97 4,67

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 206,4 152,7 123,6 100,7 78,1 59,1 47,5 29,4 22,6 18,5 15,1 13,2 10,5 8,97 4,67

1.70V/cell 220,9 162,7 130,1 105,1 80,8 61,2 48,8 30,5 23,2 18,9 15,4 13,4 10,7 9,05 4,75

1.65V/cell 240,2 173,9 137,3 110,8 84,5 62,2 50,1 31,2 24,1 19,5 15,8 13,7 10,8 9,22 4,81

1.60V/cell 258,8 184,5 144,4 116,7 88,6 64,4 51,6 32,1 24,7 20,0 16,3 13,9 10,9 9,31 4,83

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V65 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 65 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 21.50 kg(47.40 lbs)  
Terminal T6/T12
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

Dimensions

350±1mm (13.78 inches)
168±1mm (6.61 inches)
178±1mm (7.00 inches)
185±1mm (7.28 inches)

     Product  Specification 

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

68.0 AH/3.40A
65.0 AH/6.50A
56.0 AH/11.2A
48.9 AH/16.3A
41.6 AH/41.6A

Max. Discharge Current 780A (5s)

Internal Resistance Approx 7.3mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 7.3mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 19.5A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T6 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions

168±1
T6 Terminal
Unit : mm (inches)

Ø16 [0.63]

6
 [

0
.2

3
6
]

M6 [0.236]

1
7
8
±
1

3
50

±1

168±1

26
6±

1

1
8
5
±
1

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 119,3 91,7 79,0 68,6 53,2 40,2 32,6 19,7 15,0 12,3 10,5 9,20 7,44 6,26 3,35

1.80V/cell 149,3 107,3 89,9 77,2 58,3 43,5 34,9 21,0 15,8 12,9 11,0 9,59 7,74 6,50 3,40

1.75V/cell 168,4 117,0 98,2 82,7 62,5 46,2 36,9 21,9 16,3 13,2 11,2 9,78 7,86 6,57 3,44

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

1.75V/cell 168,4 117,0 98,2 82,7 62,5 46,2 36,9 21,9 16,3 13,2 11,2 9,78 7,86 6,57 3,44

1.70V/cell 185,4 126,4 104,8 87,8 65,3 48,1 38,5 22,6 16,8 13,6 11,5 9,98 7,97 6,63 3,48

1.65V/cell 202,8 136,1 111,4 92,8 68,5 50,3 40,0 23,2 17,2 13,8 11,7 10,20 8,09 6,70 3,52

1.60V/cell 220,0 146,6 119,2 97,7 71,9 52,3 41,6 23,9 17,6 14,1 11,9 10,30 8,20 6,79 3,54

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 226,3 175,5 152,8 133,7 104,3 79,3 64,6 39,1 30,0 24,7 21,1 18,5 15,0 12,7 6,80

1.80V/cell 280,5 203,9 172,6 149,6 113,8 85,4 68,9 41,6 31,5 25,8 22,0 19,3 15,6 13,1 6,88

1.75V/cell 313,5 220,8 187,4 159,4 121,5 90,4 72,7 43,3 32,4 26,4 22,4 19,6 15,8 13,2 6,93

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 313,5 220,8 187,4 159,4 121,5 90,4 72,7 43,3 32,4 26,4 22,4 19,6 15,8 13,2 6,93

1.70V/cell 342,1 236,6 198,8 168,3 126,3 93,8 75,7 44,6 33,2 26,9 22,8 19,9 15,9 13,30 6,98

1.65V/cell 370,9 253,0 210,1 177,2 132,1 97,8 78,3 45,6 34,0 27,4 23,2 20,2 16,2 13,4 7,06

1.60V/cell 398,3 270,5 223,3 185,6 138,1 101,3 81,2 46,9 34,7 27,9 23,6 20,5 16,3 13,5 7,07

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V80 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 80 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 24.00 kg(52.92 lbs)  
Terminal T11
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

260±2mm (10.24 inches)
170±2mm (6.69 inches)
211±2mm (8.30 inches)
215±2mm (8.46 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

84.0 AH/4.20A

80.0 AH/8.0A
68.0 AH/13.6A
60.0 AH/20.0A
44.0 AH/44.0A

Max. Discharge Current 960A (5s)

Internal Resistance Approx 6.1mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)

(10hr , 1.80V/cell,25⁰C/77⁰F)
(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 6.1mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 30.0A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T11 Terminal
Unit : mm (inches)

Capacity affected by 

Temperature

Self Discharge

Dimensions

Ø16 [0.63]

194±2

260±2

17
0±

2

Ø16 [0.63]

6 
[0

.2
36

]

M6 [0.236]

2
1
1

±
2

2
1
5
±
2

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 215,8 161,4 138,4 117,0 90,4 55,7 55,0 32,3 23,5 19,2 16,4 14,4 10,6 8,41 4,42

1.80V/cell 246,0 186,0 154,8 126,6 96,2 59,6 57,9 34,1 24,6 20,2 17,2 15,0 10,8 8,55 4,56

1.75V/cell 274,4 197,4 162,0 134,7 99,0 72,7 59,0 35,4 25,1 20,7 17,6 15,3 10,9 8,85 4,69

1.70V/cell 311,0 217,8 169,4 143,4 104,6 76,0 61,4 35,9 25,3 21,2 17,9 15,6 11,0 8,90 4,74

1.65V/cell 321,4 225,2 171,6 151,5 107,0 79,2 63,0 36,3 25,4 21,7 18,3 16,0 11,1 8,98 4,82

1.60V/cell 345,6 232,4 177,2 159,9 110,8 82,4 65,1 37,5 25,6 22,2 18,6 16,5 11,3 9,15 4,86

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 405,6 325,8 263,5 176,8 168,5 126,4 112,0 66,8 47,7 37,5 31,6 28,2 20,9 17,1 9,22

1.80V/cell 439,4 346,4 281,4 198,5 176,5 130,2 114,6 68,0 48,6 38,4 31,9 28,6 21,4 17,8 9,28

1.75V/cell 455,8 360,0 286,6 218,8 182,0 136,0 116,2 69,2 49,0 38,9 32,4 29,0 21,8 18,5 9,36

1.70V/cell 490,0 376,4 298,0 240,5 188,2 145,0 117,0 70,4 49,4 39,6 32,8 29,6 22,0 18,9 9,54

1.65V/cell 534,4 388,2 312,8 260,4 192,6 148,4 118,6 71,8 50,4 41,6 33,2 30,4 22,4 19,4 9,62

1.60V/cell 589,2 416,0 323,5 286,6 196,4 152,9 120,0 72,3 51,0 42,8 33,9 31,3 22,8 20,5 9,72

● ● ● ● ● ●

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

● ● ● ● ● ●11



 



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V100 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 100 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 30.00 kg(66.15 lbs)  
Terminal T11
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

330±1mm (12.99 inches)
172±1mm (6.77 inches)
217±1mm (8.54 inches)
220±1mm (8.66 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

104.0 AH/5.20A
100.0 AH/10.0A
88.0 AH/17.6A
76.2 AH/25.4A
65.1 AH/65.1A

Max. Discharge Current 1200A (5s)

Internal Resistance Approx 4.9mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 4.9mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 30.0A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T11 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
172±1T11 Terminal

Unit : mm (inches)

Ø16 [0.63]

6
 [
0

.2
3

6
]

M6 [0.236]

33
0±

1

172±1

2
2
0
±
1

2
1
7

±
1

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 208,8 161,4 136,4 117,0 88,4 65,7 53,0 31,3 23,5 19,2 16,4 14,4 11,6 9,65 5,13

1.80V/cell 246,0 180,0 150,8 126,6 94,2 69,6 55,9 33,1 24,6 20,2 17,2 15,0 12,0 10,0 5,20

1.75V/cell 278,4 197,4 162,0 134,7 99,0 72,7 58,0 34,4 25,4 20,7 17,6 15,3 12,2 10,1 5,29

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

1.75V/cell 278,4 197,4 162,0 134,7 99,0 72,7 58,0 34,4 25,4 20,7 17,6 15,3 12,2 10,1 5,29

1.70V/cell 318,0 214,8 174,4 143,4 104,6 76,0 60,4 35,3 26,0 21,2 17,9 15,6 12,4 10,2 5,34

1.65V/cell 356,4 232,2 185,6 151,5 110,0 79,2 63,0 36,3 26,7 21,7 18,3 15,9 12,6 10,3 5,40

1.60V/cell 405,6 254,4 197,2 159,9 115,8 82,4 65,1 37,5 27,6 22,2 18,6 16,2 12,7 10,5 5,45

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 381,8 298,1 254,5 220,5 168,5 126,4 102,2 60,8 45,7 37,5 32,2 28,2 22,9 19,1 10,15

1.80V/cell 445,0 328,6 277,6 235,1 176,8 132,7 107,2 63,8 47,7 39,2 33,6 29,4 23,7 19,8 10,29

1.75V/cell 492,9 354,6 294,6 247,8 184,3 137,3 110,8 66,0 49,1 40,1 34,3 29,9 24,0 19,9 10,45

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 492,9 354,6 294,6 247,8 184,3 137,3 110,8 66,0 49,1 40,1 34,3 29,9 24,0 19,9 10,45

1.70V/cell 547,4 377,1 312,7 261,8 193,6 143,0 115,0 67,6 50,1 41,0 34,8 30,4 24,3 20,1 10,54

1.65V/cell 604,8 403,9 330,2 274,5 201,9 147,7 119,1 69,2 51,3 41,8 35,3 30,8 24,6 20,3 10,64

1.60V/cell 672,4 432,4 345,1 286,6 211,1 152,9 122,4 71,1 52,7 42,8 35,9 31,3 24,8 20,5 10,73

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V120 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 120 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 35.60 kg (78.52 lbs)  
Terminal T11
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

405±1mm (15.94 inches)
175±1mm (6.89 inches)
210±1mm (8.27 inches)
235±1mm (9.25 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

124.8 AH/6.24A
120.0 AH/12.0A
104.5 AH/20.9A
92.1 AH/30.7A
78.1 AH/78.1A

Max. Discharge Current 1300A (5s)

Internal Resistance Approx 4.0mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 4.0mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 36.0A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T11 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T11 Terminal
Unit : mm (inches)

Ø20 [0.787]

M8 [0.315]

7
 [0

.2
7

6]

2
1
0
±
1

2
3

5
±
1

405±1

1
75

±1

310

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 250,6 193,7 163,7 140,4 104,2 75,8 60,1 36,5 28,0 23 19,5 17,0 13,7 11,50 6,15

1.80V/cell 295,2 216,0 181 151,9 111,1 81,0 64,4 39,3 30,0 24,3 20,5 17,8 14,3 12,0 6,24

1.75V/cell 334,1 236,9 194,4 161,6 117,6 85,3 68,0 40,8 30,7 24,8 20,9 18,1 14,5 12,1 6,35

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

310

1.75V/cell 334,1 236,9 194,4 161,6 117,6 85,3 68,0 40,8 30,7 24,8 20,9 18,1 14,5 12,1 6,35

1.70V/cell 381,6 257,8 209,3 172,1 123,6 89,6 71,5 42,4 31,7 25,4 21,3 18,4 14,7 12,2 6,41

1.65V/cell 427,7 278,6 222,7 181,8 130,1 93,9 74,9 43,6 32,5 26,1 21,7 18,8 14,9 12,4 6,47

1.60V/cell 486,7 30.5.3 236,6 191,9 137,3 98,2 78,1 45,2 33,3 26,6 22,2 19,1 15,1 12,5 6,54

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 458,1 357,8 305,4 264,7 198,5 145,8 116 71,0 54,7 45,1 38,3 33,4 27,0 22,8 12,2

1.80V/cell 534,0 394,3 333,1 282,2 208,6 154,4 123,6 75,9 58,2 57,3 39,9 34,9 28,1 23,7 12,3

1.75V/cell 591,5 425,5 353,5 297,3 218,9 161,1 129,9 78,4 59,2 58,1 40,7 35,4 28,4 23,9 12,5

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 591,5 425,5 353,5 297,3 218,9 161,1 129,9 78,4 59,2 58,1 40,7 35,4 28,4 23,9 12,5

1.70V/cell 565,8 452,5 375,2 314,2 228,8 168,6 136,2 81,3 61,1 49,2 41,4 35,9 28,8 24,1 12,7

1.65V/cell 725,7 484,7 396,3 329,4 238,8 175,2 141,5 83,1 62,4 50,2 42,1 36,5 29,2 24,4 12,8

1.60V/cell 806,8 518,9 414,1 343,9 250,3 182,2 146,9 85,8 63,6 51,2 42,7 37,0 29,5 24,6 12,9

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V150 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 150 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 45.00 kg ( 99.25 lbs)  
Terminal T11
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

480±1mm (18.89 inches)
170±1mm (6.69 inches)
240±1mm (9.44 inches)
240±1mm (9.44 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

156.0 AH/7.80A
150.0 AH/15.0A
130.5 AH/26.1A
115.2 AH/38.4A
93.9 AH/93.9A

Max. Discharge Current 1500A (5s)

Internal Resistance Approx 3.5mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 3.5mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 45.0A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T11 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T11 Terminal
Unit : mm (inches)

M8 [0.315]

6 
[0

.2
7

6]

Ø17 [0.787]

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 259,2 211,5 185,4 156,6 118,5 90,2 74,3 46,5 35,1 28,8 24,4 21,3 17,1 14,4 7,69

1.80V/cell 311,4 243,0 205,8 171,9 129,9 97,4 79,2 49,2 37,6 30,4 25,6 22,3 17,8 15,0 7,80

1.75V/cell 365,4 267,3 223,2 184,5 137,7 102,4 83,1 51,0 38,4 31,0 26,1 22,7 18,1 15,2 7,94

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

1.75V/cell 365,4 267,3 223,2 184,5 137,7 102,4 83,1 51,0 38,4 31,0 26,1 22,7 18,1 15,2 7,94

1.70V/cell 401,4 291,6 238,8 198,9 146,7 107,4 86,7 53,0 39,7 31,8 26,6 23,1 18,0 15,3 8,01

1.65V/cell 435,6 315,0 254,4 210,6 154,2 112,2 90,0 54,5 40,7 32,6 27,2 23,5 18,6 15,5 8,09

1.60V/cell 477,0 339,3 269,4 223,2 162,3 117,6 93,9 56,3 41,7 33,3 27,7 23,9 18,9 15,7 8,18

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 473,9 390,7 346,0 295,2 225,9 173,4 143,2 90,3 68,3 56,3 47,9 41,8 33,7 28,5 15,2

1.80V/cell 563,3 443,6 378,9 319,3 243,8 185,8 152,0 94,8 72,8 59,1 49,9 43,6 35,1 29,6 15,4

1.75V/cell 646,9 480,1 405,8 339,4 256,3 193,4 158,7 98,0 74,0 60,1 50,9 44,2 35,5 29,9 15,7

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell 646,9 480,1 405,8 339,4 256,3 193,4 158,7 98,0 74,0 60,1 50,9 44,2 35,5 29,9 15,7

1.70V/cell 690,9 511,9 428,2 363,1 271,5 202,1 165,1 101,7 76,4 61,4 51,7 44,9 36,0 30,2 15,8

1.65V/cell 739,2 547,9 452,6 381,6 283,1 209,3 170,1 103,9 78,0 62,8 52,6 45,6 36,5 30,5 16,0

1.60V/cell 790,7 576,7 471,4 400,0 295,9 218,1 176,5 106,9 79,6 64,0 53,4 46,3 36,8 30,8 16,1

● ● ● ● ● ●1



PT.SELATAN JADI JAYA
FACTORY :
Jl.Raya Panjunan No.8

Desa Panjunan Kec.Sukodono (61258)

Sidoarjo, Jatim-Indonesia

KAYABA SERIESTelp : 62-31 787251 - 12 (Hunting)

Fax : 62 -31 7885579 VRLA (12V200 AH)
     Product  Specification 
Nominal Voltage 12V
Nominal Capacity (20HR) 200 AH

Length
Width
Container Height
Total Height (with terminal)

Approx Weight Approx 61.0 kg ( 134.5 lbs)  
Terminal T11
Container Material ABS Plastic
Lead Material Purity Lead 99.995%

     Product  Specification 

Dimensions

525±1mm (20.66 inches)
240±1mm (9.44 inches)
220±1mm (8.66 inches)
236±1mm (9.29 inches)

Lead Material Purity Lead 99.995%
Sulfurid Acid Distilled Sulfurid Acid (Zero metal content)
Separator AGM

208.0 AH/10.4A
200.0 AH/20.0A
172.5 AH/34.5A
156.0 AH/52.0A
122.0 AH/122.0A

Max. Discharge Current 2000A (5s)

Internal Resistance Approx 2.7mΩ Applications

Rated Capacity

(20hr , 1.80V/cell,25⁰C/77⁰F)
(10hr , 1.80V/cell,25⁰C/77⁰F)

(5hr , 1.75V/cell,25⁰C/77⁰F)
(3hr , 1.75V/cell,25⁰C/77⁰F)
(1hr , 1.60V/cell,25⁰C/77⁰F)

Internal Resistance Approx 2.7mΩ Applications
Discharge : -15~50⁰C (5~122⁰F) ● All purpose

Charge :     0~40⁰C (32~104⁰F) ● Uninterruptable Power Supply (UPS)

Storage : -15~40⁰C (5~104⁰F) ● Electric Power System (EPS)

Nominal Operating Temp.Range 25±3⁰C (77±5⁰F) ● Emergency backup power supply

Initial Charging Current less than 60.0A. Voltage ● Emergency light

14.4V~15.0V at 25⁰C (77⁰F) Temp.Coeficient -30mV/⁰C ● Railway signal

No limit on Initial Charging Current Voltage ● Aircraft signal

13.5V~13.8V at 25⁰C (77⁰F) Temp.Coeficient -20mV/⁰C ● Alarm and security system

40⁰C (104⁰F) 103% ● Electronic apparatus and equipment

25⁰C (77⁰F) 100% ● Communication power supply

Operating Temp.Range

Cycle Use

Standby Use

Capacity affected by 
25⁰C (77⁰F) 100% ● Communication power supply

0⁰C (32⁰F) 86% ● DC power supply

Kayaba series batteries may be stored for up to 6 months ● Auto control system

at 25⁰C(77⁰F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.

T11 Terminal

Capacity affected by 

Temperature

Self Discharge

Dimensions
T11 Terminal
Unit : mm (inches)

M8 [0.315]

6
 [0

.2
76

]

Ø18 [0.787]

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 342,3 278,4 240,0 204,6 154,8 115,1 94,3 60,1 46,2 37,6 31,3 27,2 22,1 18,9 10,3

1.80V/cell 459,5 343,9 282,4 235,8 179,5 133,9 105,6 65,5 50,6 40,6 33,6 29,2 23,4 20,0 10,4

1.75V/cell / 377,8 302,0 250,2 189,2 139,0 110,5 68,0 52,0 41,7 34,5 30,0 23,8 20,2 10,5

Constant Current Discharge (Amperes) at 25⁰C (77⁰F)

1.75V/cell / 377,8 302,0 250,2 189,2 139,0 110,5 68,0 52,0 41,7 34,5 30,0 23,8 20,2 10,5

1.70V/cell / 411,8 322,5 264,0 196,4 144,5 114,0 70,7 53,5 42,7 35,3 30,6 24,2 20,4 10,7

1.65V/cell / 444,4 342,9 281,4 204,6 148,1 117,8 72,7 55,8 44,2 36,3 31,3 24,7 20,8 10,8

1.60V/cell / 476,4 366,7 297,6 216,0 154,4 122,0 75,1 57,5 45,5 37,3 32,0 25,1 21,0 10,9

F.V/Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 625,9 514,3 447,8 385,7 295,0 221,3 181,9 116,6 90,1 73,4 61,3 53,5 43,6 37,4 20,4

1.80V/cell 831,2 627,7 519,9 438,0 336,9 255,4 202,6 126,4 98,1 78,9 65,5 57,2 46,1 39,5 20,6

1.75V/cell / 678,7 549,2 460,2 352,2 262,5 211,0 130,6 100,5 80,7 67,2 58,6 46,8 39,9 20,7

Constant Power Discharge (Watts/cell) at 25⁰C (77⁰F)

1.75V/cell / 678,7 549,2 460,2 352,2 262,5 211,0 130,6 100,5 80,7 67,2 58,6 46,8 39,9 20,7

1.70V/cell / 723,0 578,2 482,0 363,5 272,0 217,0 135,6 103,1 82,6 68,6 59,7 47,4 40,2 21,1

1.65V/cell / 773,1 610,1 509,9 375,7 276,3 222,7 138,5 107,0 85,1 70,2 60,8 48,4 41,0 21,4

1.60V/cell / 809,8 641,7 533,4 393,8 286,4 229,4 142,5 109,8 87,3 72,0 61,9 49,0 41,4 21,5

● ● ● ● ● ●1
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